
Remove t he fo llowing:
- screw and brake switch

pivo t nut and washer
sub-arm
spr ing
pivot co llar
washer
bo lt and brake leve r
piston boot

SWITCH

BRAKE SYSTEM

, ,-,-,,BOOT

,t.-_ BRAKE
LEVER

- snap ring using the special tool

Clean the ma ster cy linder, reservoir and master piston
in clean brake f lu id.

TOOL:
Snap ring plie rs

- master piston
- primary cup/spring
- oil seal

07914-SA50001 or
07914-3230001

INSPECTION

Check the piston cups, oil seal and piston boot fo r
wear, deterioration or damage.
Check the spring for damage.
Check the master cy linder and piston for scoring,
scratches or damage.
Measu re the master cylinder I.D.

SERVICE LIMIT: 14.055 mm (0.5533 in ]

Measure the master piston 0 .0 .

SERVICE LIMIT: 13.945 m m fO.5490 in )

Coat the master piston, piston cups and oi l seal with
clean brake fluid.
Install the oil seal into the master cyl inder.
Install the primary cup onto the spring.

Do nor allow the Install spring and ma ster piston into the master cylin-
piston cup lips to der.

rum inside out

SPRING

PRIMARY CUP
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OIL SEAL
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