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QUAD-DRIVER (QDM) CIRCUIT
INTERCOOLED TURBO LOTUS ESPRIT

VERIFY PROPER OPERATION OF “CHECK ENGINE LIGHTS”

BY PERFORMING DIAGNOSTIC CIRCUIT CHECK, FIRST STEP.

t 1

NOT FLASHING

I

03 START ENGINE, TECH 1 IN FO: DATA LIST a GO TO CODE 53

. CHECK FOR QDM FAULT CODE CATEGORY  A OR

INDICATED ON TECH 1.

NO CODE “A” OR INDICATED DE “A” OR INDICATED

I

CODE 26 IS INTERMITTENT.

IF NO ADDITIONAL CODES WERE STORED, WHICH HAD FAULT INDICATED.

SEE CODE 26 (2 OF 3)
CLEAR CODE 26 AND CONDUCT TEST DRIVE WITH

TECH1 IN SNAPSHOT MODE. TRIGGER ON CODE

TURN ON /OFF A/C WHILE DRIVING.

PERFORM WIDE OPEN ACCELERATION.

WATCH FOR FAULT A OR “BEING SET ON

TECH 1 DISPLAY.

CLEAR CODES AND CONFIRM “CLOSED LOOP” OPERATION AND NO “CHECK ENGINE LIGHT”.
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